5422749 Utgava/Edition 02

Pleiad G4 Flex

o @-110 mm

For montering i ventilerat alternativt 3’10In 1min. 50mm
oventilerat utrymme. 20mm__ 00mm

For mounting in ventilated or
unventilated space
f’?:*ﬁr

L)

Remove Procedure

min.
2,5m
Far ej tdckas med isolering Far tdckas med isolering enligt
Must not be covered with tabell nedan
insulating material May be covered with insulating

material according to table below

Omm

Constant Current Max Constant Current

350mA <275mA

Manufactured by Fagerhult Sweden.
For UK market importer Fagerhult UK — -
33-34 Dolben Street, London, SE1 OUQ @ Ljuskalla och drivdon ska enbart bytas ut av

tillverkaren eller dess utsedda person.

The light source and control gear shall only

be replaced by the manufacturer or its

@ Det ar lampligt att denna information It is appropriate that this information
is passed on to the users of the installation. designated person.

Overlamnas till anvandaren av anldggningen.




5435814 Utgava/Edition 02

FAGERHULT SE - 566 80 Habo /glj\/
Pleiad G4 Flex Dim to Warm |

Ljuskalla och drivdon ska enbart bytas ut av W
tillverkaren eller dess utsedda person.

The light source and control gear shall only
be replaced by the manufacturer or its
designated person. Y,

For montering i ventilerat alternativt min.
oventilerat utrymme. 20mm

For mounting in ventilated or

Remove Procedure

unventilated space
%ﬁr —
min.
2,5m
Far ej tdckas med isolering
Must not be covered with
insulating material
s Om
1% 100%
\1 800K 2700K
Manufactured by Fagerhult Sweden.
@ Det ar lampligt att denna information It is appropriate that this information For UK market importer Fagerhult UK
overlamnas till anvandaren av anlaggningen. is passed on to the users of the installation. 33-34 Dolben Street, London, SE1 OUQ




